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Containment Prospectus
for the TRUMPET Experiments

Introduction

TRUMPET is a series of dynamic subcritical experiments planned for execution in the
Ula.102D alcove of the Ula Complex at the Nevada Test Site (NTS). The location of LLNL
drifts at the Ula Complex is shown in Figure 1. The data from the TRUMPET experiments will
be used in the Stockpile Stewardship Program to assess the aging of nuclear weapons
components and to better model the long-term performance of weapons in the enduring
stockpile.

The TRUMPET series of experiments will be conducted in an almost identical way as the
OBOE series of experiments. Individual TRUMPET experiments will be housed in an
experiment vessel, as was done for OBOE. These vessels are the same as those utilized for
OBOE. All TRUMPET experiments will occur in the zero room in the Ula.102D alcove, which
is on the opposite side of the Ula.102 drift from Ula.102C, which housed the OBOE
experiments. The centerlines of these two alcoves are separated by only 10 feet. As with OBOE
experiments, expended TRUMPET experiment vessels will be moved to the back of the alcove
and entombed in grout. After the TRUMPET series of experiments is completed, another
experiment will be sited in the Ula.102D alcove and it will be the final experiment in the zero
room, as was similarly done for the OBOE series of experiments followed by the execution of
the PIANO experiment.

Each experimental package for TRUMPET will be composed of high explosive (HE) and
special nuclear material (SNM) in a subcritical assembly. Each experimental package will be
placed in an experimental vessel within the TRUMPET zero room in the Ula.102D alcove.

The containment plan for the TRUMPET experiments utilizes a two-nested containment
vessel concept, similar to OBOE and other subcritical experiments in the Ula Complex. The first
containment vessel is formed by the primary containment barrier that seals the Ula.102D drift.
The second containment vessel is formed by the secondary containment barrier in the Ula.100
drift. While it is likely that the experiment vessel will contain the SNM from the experiment, the
containment plan for the TRUMPET experiments only assumes that the experiment vessel
provides shock mitigation and serves as a sink for the heat produced by the detonation of the HE.
It is possible that one or more of the experiment vessels may seep SNM into the zero room from
a failure of a seal on the vessel.

This containment plan covers the entire series of TRUMPET experiments. At this time,
we don’t know exactly how many experiments will actually be conducted in the TRUMPET
series. However, we know that the maximum planned number of experiments in the TRUMPET
series is 20. This number may be modified on the basis of results obtained from each TRUMPET
experiment. After the final experiment in the TRUMPET series is completed, a larger experiment



will be conducted in the Ula.102D alcove. A separate containment plan will be developed and
presented to the Containment Review Panel (CRP) for that larger experiment.

As with OBOE, this containment plan is intended to cover all TRUMPET experiments.
We will not develop a separate containment plan for each experiment. Before each experiment
we will present a statement to the CRP that each TRUMPET experiment falls within the
parameters presented in this document. If an experiment falls outside the parameters in this
document, a containment plan for that experiment will be developed and presented to the CRP
for a full containment review.
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Figure 1. Location of LLNL drifts at the Ula Complex.



Experiment Description

TRUMPET is a series of dynamic subcritical experiments to be executed in the
Ula.102D alcove. Each experiment in the TRUMPET series will have assemblies of chemical
HE and SNM. The assembly will be put inside an experiment vessel in the zero room
approximately 8 feet from the primary containment barrier. The HE limit for an individual
experiment in the TRUMPET series under this containment plan is 85 grams of LX-14 or its
energy equivalent.

The essential containment features for each TRUMPET experiment are listed below.
These are identical to those for the OBOE series of experiments, except that the design
maximum HE limit was 65 grams for each experiment in the OBOE zero room.

1. HE weight is limited to a maximum of 85 grams of LX-14 or its equivalent.

2. Each experimental package will utilize an experimental vessel in the
TRUMPET zero room.

3. The two-nested containment vessel concept as defined will be fielded.

Various diagnostics will be used on the TRUMPET series of experiments, and they will
change over the experiments in the series. The diagnostics data from the experiments may be
recorded either inside or outside the zero room depending on the experiment configuration. Some
data may be recorded on film within the zero room. Data may be transmitted over electrical or
fiber optic cables to recording instrumentation outside the zero room. Other data may exit the
zero room through optical ports.



Containment Objective and Goal

The LLNL containment objective for the TRUMPET experiments (and all LLNL
subcritical experiments) is to assure that no SNM will be released to any uncontrolled
environment as a result of the experiment. The specific TRUMPET containment goal is to
confine all SNM to the zero room and/or the alluvium surrounding the zero room.

The TRUMPET containment design will use the time-tested concept of two nested
containment vessels to assure this objective. The first containment vessel (Vessel #1) includes
the zero room in the Ula.102D drift, the primary containment barrier, and the alluvium
surrounding the zero room. The second containment vessel (Vessel #2) includes the volume of
Vessel #1, the volume of the Ula.102, Ula.101, and Ula.100 drifts inside the secondary
containment barrier, the secondary barrier, and the alluvium surrounding these drifts. Figure 2
illustrates the concept of two nested containment vessels.

Figure 2. lllustration of the concept of two nested containment vessels.



Each experiment in the TRUMPET series will be conducted within an experiment vessel,
which will be installed in the zero room. After an experiment, the zero room may be reentered to
gather diagnostics data and then to position another experiment in the zero room in preparation
for another experiment in the TRUMPET series. An expended experiment vessel will never leave
the zero room. It will be entombed in grout at the rear of the room. Therefore, if the TRUMPET
containment goal is achieved, no SNM will ever leave Containment Vessel #1.

While we expect that the experiment vessel, by itself, is sufficient to contain any SNM
from the TRUMPET experiment series, it would not be unexpected if occasionally a vessel
would seep. We would expect that any SNM that seeped from an experiment vessel would
remain in the zero room or on the surfaces of the zero room walls.

The primary containment barrier is essentially a copy of the design used for HOLOG,
BAGPIPE, CLARINET, OBOE, and PIANO. It is capable of containing HE loads considerably
larger than will be used in the TRUMPET series of experiments. Because the TRUMPET
experiments are in vessels, the primary containment barrier should see no shock or gas pressure
during the TRUMPET experiment series. Regardless, the primary barrier has been designed to
contain the TRUMPET experiments as if no shock and gas pressure mitigation is provided by the
vessel. We fully expect that no SNM will be released into the diagnostics rooms outside the
primary containment barrier.

The secondary containment barrier in the Ula.100 drift will protect the rest of the Ula
Complex from contamination if the primary barrier fails to provide containment. This is
extremely unlikely for the TRUMPET experiments since the primary containment barrier will
see no shock or gas pressure. The secondary barrier has been designed to fully contain the HE
gases and SNM debris, assuming the primary containment barrier and the experiment vessel do
not exist.

The two nested containment vessels provide assurance that the LLNL TRUMPET
containment objective is met and no SNM will be released to any uncontrolled environment as a
result of the TRUMPET experiments.



Geology

Mining of the Ula.102 drift started in November 1997 and was completed in February
1998. Fibercreting was applied immediately after the drift was mined. The Ula.102C drift was
mined from October to December 1998. The Ula.102D drift was mined from November 1998 to
January 1999. Both of these drifts were mined in two passes (an upper and lower cut) because of
their height. Mining conditions were typical for the Ula complex, with some minor slabbing in
the backs of the drifts. Undesirable ground conditions were mitigated by an initial coat of
fibercrete applied prior to mining the lower cut.

Descriptions of the geologic setting and physical property measurements for the Ula
Complex have been reported in a number of documents (Drellack et al., 1989; Allen, 1995, 1996,
1998; Huckins-Gang, 2003a, 2003b). Mapping, photography, and sampling documented the
LLNL drifts and rooms as mining progressed in the Ula.102 drift and the Ula.102D alcove, the
TRUMPET zero room (Allen, 1999). As shown in Figure 3, the alluvium in and around the
TRUMPET zero room consists of inter-fingered lenses and layers of sands, gravels, and cobbles.
The alluvium is similar to that found elsewhere in the Ula Complex, including LEDOUX,
KISMET, HOLOG, REBOUND, STAGECOACH, CIMARRON, BAGPIPE, CLARINET,
OBOE, and PIANO.

Figure 4 shows the location of faults in the Ula.100 drift complex near the TRUMPET
zero room. Several faults were seen in the 102D alcove, near the keyway notch cut for the
primary barrier, and several fractures were observed in the right rib between the faults and the
Ula.102 drift. The faults are small, with less than 6 cm offset, narrow gouge-filled traces with
poorly developed slickensides, and display little to no aperture. Fractures in the right rib of the
Ula.102D drift may be structural or stress-relief features. This location is part of a
north—northeast trend of faults identified in the Ula.01, Ula.100, and Ula.101 drifts. The
fractures may be related to stress relief due to their location on the pillar between the Ula.102
and Ula.102D drifts. Stress relief fractures like these have been noted elsewhere in the Ula
Complex. The faults and fractures are similar to previously mapped features seen in the Ula.100
and Ula.102 drifts. All of these features are consistent with the structural trends of faults and
fractures measured elsewhere in the Ula Complex (Figure 5).

Permeability of the alluvium has been measured in several places in the Ula Complex.
The typical values are 1-5 darcies. Because the faults and fractures are intrinsically filled, and
then covered with fibercrete, we don’t expect them to form preferential pathway for gas
transport. We have witnessed faults in other experiment alcoves in Ula (HOLOG, BAGPIPE,
OBOE, and PIANO) with no observable effect on gas transport. We expect the permeability of
the TRUMPET zero room will be similar to that of HOLOG, BAGPIPE, CLARINET, OBOE,
and PIANO, based on similarity in the geology and on results of pressure tests on the primary
barrier.
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Figure 3. Geology of the U1a.102D drift.
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Figure 4. Location of faults and fractures in the Ula.100 portion of the Ula Complex.
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Experiment Vessel

The TRUMPET experiment series will use experiment vessels. The vessel will be placed
in the zero room during experiment setup and the experiment package will be sealed in the
experiment vessel. After the experiment has been executed, the experiment vessel will be moved
to the rear of the Ula.102D alcove and entombed in grout. The vessel containing an expended
experiment will never leave the zero room. The TRUMPET alcove was designed with sufficient
space to entomb 20 experiment vessels. The use of the experiment vessel and entombment for
the TRUMPET experiments is identical to that utilized for the OBOE series of experiments.

The vessels to be used for the TRUMPET experiments will be the same as those
designed, tested, and used for the OBOE experiments (Figure 6). Appendix A contains a
selection of engineering drawings for the vessels. The vessels are constructed of API-5L pipe
with machined A572 steel plate top, bottom, and flanges that are welded onto the pipe section.
All steel is 50-ksi material. The pipe section has a wall thickness of 1.25 inches, which is the
minimum wall thickness of the vessel. The vessels will be about 42 inches tall and 36 inches in
diameter. Penetrations in the vessels are the lid; fiber optic, electrical, and detonator cable feed-
throughs; and ports for laser illumination and holography output. The various penetrations are
standardized and will be closed with different types of fixtures that bolt to flanges on the vessels
at the penetrations. Each fixture will be sealed to a flange with a double O-ring assembly. The
type of fixture bolted to a specific flange will depend on the diagnostic requirements and the
experimental setup within each vessel.

When originally designed for the OBOE experiments, specific concerns on vessel
performance included leakage at penetrations and cable feed-throughs, O-ring sealing on glass
windows, and window survivability. The DYNA code was used to simulate shock dynamics on
proposed designs, and indicated that the lids of the vessels are the limiting factor in the design
steel vessels. Static tests with all penetrations blanked off suggest that the yield pressure of the
lid, using 50-ksi material, would be about 850 psi. Dynamic tests using C4 explosive (at energies
equivalent to various LX-14 weights), 1- and 2-inch-thick glass windows, and evacuated vessels
indicated that no leaks were present past the first O-rings and glass windows survived using HE
weights up to 100 grams. This is within the maximum HE weight limit for the TRUMPET
experiments. Interstitial leaks past the first O-ring occurred at a HE weight of 227 grams, and all
windows survived. At a HE weight of 454 grams, there were interstitial leaks past the first
O-ring, a possible breach of the lid, broken 1-inch glass windows (both inner and outer), and
broken 2-inch glass inner windows. The OBOE experiments, designed with a maximum HE
weight of 65 grams, showed that experiment vessels confined and contained all SNM.

As on the OBOE experiments, several factors will be applied to mitigate the effects of
blast and shrapnel within the vessels for the TRUMPET experiments. Vacuum within the vessel
provides a 2-to-3-times reduction in stress. Blast shields will be used on feed-throughs.
Aluminum honeycomb will be used over optical ports for energy sorption as required.

The design and testing of the experiment vessels and the results from the OBOE
experiments indicate that the vessels will perform as confinement vessels as planned for the
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TRUMPET experiments limited to a maximum HE weight of 85 grams. In fact, the vessels will
probably contain each TRUMPET experiment. However, given the uncertainty in predicting the
effects of shocks and the actual distribution of shrapnel in small confined spaces, it would not be
unexpected if there was a small seep from a vessel during one of the TRUMPET experiments.
Due to this uncertainty, we have not designated the experiment vessel as Containment Vessel #1.
However, we have total confidence that the experiment vessel will not dynamically fail. The
experiment vessel will provide effective shock mitigation (at a minimum) and will probably
contain each TRUMPET experiment.

Figure 6. Schematic of an experiment vessel showing penetrations and flanges.
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Blast and Quasi-Static Gas Pressures

The volume of the experiment vessel (approximately 20 cubic feet) mitigates all blast
pressure from each TRUMPET experiment at the defined maximum HE weight of 85 grams.
Thus, the primary containment barrier will see no blast pressure. Experience with OBOE
experiments in identical vessels, although at a slightly lower explosive weight limit, gives us
confidence the vessels will provide confinement as designed.

We expect that the vessel will contain any quasi-static gas pressure produced by the HE
detonation products. The vessel will be evacuated during each TRUMPET experiment. The
BLASTX code, Version 4.2 (Britt and Lumsden, 1998) was used to estimate the quasi-static gas
pressure in the vessel. Results indicate that following an initial short-lived shock from the
experiments, a quasi-static gas pressure of about 30 psia will be formed. The pressure will
rapidly decrease due to thermal conduction and within 0.5 second will become subatmospheric.
In about 2.5 seconds the gas pressure in the vessel will have fallen to less than 2 psia.

A complete failure of the experiment vessel would result in a slight reduction of the
ambient pressure in the zero room behind the primary containment barrier after 0.5 seconds. Air
would be drawn out of the alluvium surrounding the zero room through the filter-covered wall on
the face of the zero room.

As configured, the TRUMPET experiments cannot produce any positive quasi-static
pressure on the secondary containment barrier. If both the experiment vessel and primary
containment barrier failed, a slight negative pressure could be produced at the secondary
containment barrier. Again, air would be drawn in from the alluvium surrounding the drifts to
eliminate this negative pressure.

It is essentially impossible for the TRUMPET experiments to produce a positive quasi-
static pressure on either containment barrier.

12



Primary Containment Barrier

The TRUMPET primary containment barrier is a structure in the Ula.102D drift that
seals the drift and forms the zero room. The zero room volume is approximately 20,731 cubic
feet. The drift volume behind this barrier plus the surrounding alluvium form Containment
Vessel #1. This barrier is a duplicate of the primary barriers used for BAGPIPE, CLARINET,
OBOE, and PIANO experiments with only a few minor modifications. The barrier was designed
to contain an open experiment (an experiment not in a vessel) expected to occur after the
TRUMPET experiments are completed. As constructed, the primary barrier is drastically
overbuilt for the TRUMPET experiments in vessels.

The TRUMPET primary containment barrier was constructed from steel I beams, 1-inch
steel plate, and fibercrete. The barrier was firmly attached to the drift walls by a grout keyway
and to a steel pedestal captured by grout under the drift invert. The drift invert was then covered
with six inches of concrete. Penetrations through the barrier include a 42-inch ID manway crawl
tube, six 16.38-inch optical LOS pipes, and one air line/grout tube. There are no other
penetrations through the barrier. The main engineering drawings for the primary barrier are
included in Appendix B.

The barrier is attached to the alluvium via a grout keyway that securely fastens the barrier
to the formation. A 2.5-foot-wide steel channel (part of which is formed by the 1-inch steel plate)
was secured by rock bolts to the formation behind the keyway. The keyway extends
approximately 2.5 feet into the formation at its sides and is approximately 4 feet deep. Grouting
of the keyway was closely monitored to ensure the grout ring was completely filled. The grout
ring was “topped off” by pressure grouting after about one month. Pressure grouting should fill
any voids in the alluvium or voids that may have formed between the grout ring and alluvium.
That being the case, the minimum path length through the alluvium around the primary
containment barrier exceeds eight feet. The presence of tight faults mapped near the keyway
does not compromise this minimum path length. The mapped fractures (possible stress relief
features in the pillar due to mining) are located on the portal side of the keyway and will not
compromise the minimum path length identified around the keyway.

All seams in the 1-inch steel plate are gas-seal-welded. The manway, optical LOS
penetrations, and the airway/grout penetration are structurally welded to the steel plate. The steel
plate was spot-welded to the I-beam structure on the diagnostics side of the primary barrier. All
welds passed inspection. The pressure integrity of the primary barrier was tested multiple times
during construction by overpressurizing the zero room to 2 psig. Any leaks in the welds
discovered during the pressurization test were rewelded and then retested.

The 42-inch manway used for TRUMPET experiments will be secured prior to
detonation using two Class 75-TB closures, as was done for OBOE and PIANO. These closures
are rated for 175 psig at 250 K. The manway with two closures was built as a unit by the
manufacturer, with the inner closure designed to be closed from the inside of the tube with cleats
and bolts. We will follow the bolting procedure put into place for OBOE 5, which reduced the
number of bolts closing the manway from 16 (maximum) to four. The manufacturer has told us
that the manway will hold 25 psi with only four bolts installed on each door. However, they will
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not provide a written manufacturer’s rating for this. The four symmetrical bolt locations will be
identified to ensure they are the same locations used during final button-up as those used for
pressure testing.

Using four instead of 16 bolts saves time on the button-up and reentry procedures on an
already long shot-day schedule, and we believe it does not compromise containment features for
the TRUMPET experiments. OBOE experiments in vessels resulted in perfect shock and quasi-
static pressure mitigation and shrapnel confinement. All SNM was confined to the experiment
vessels. Pressure data from inside the OBOE vessels indicates that the quasi-static gas pressure
may not have even reached atmospheric pressure at any time during the experiments. We expect
the same for TRUMPET experiments in the same vessels. Due to the size of the TRUMPET
experiments, even if there was dynamic failure of a vessel, the primary barrier would see no
pressure challenge. We believe the reduction from 16 bolts to four eases operation without
compromising the containment plan.

There are six optical port penetrations in the primary barrier that may be used to transmit
optical diagnostics data from the zero room to the diagnostics recording equipment on the portal
side of the primary barrier. The penetrations are 17-inch-OD steel pipe welded to the barrier that
form housings to hold window assemblies. Standardized window assemblies are then attached to
flanges on the Working Point and portal sides of the barrier. The glass coatings and number of
window assemblies will vary depending on experiment requirements. Details on optical window
assemblies are presented later in this report. Unused window ports will have aluminum blind
flanges attached on both sides of the primary barrier.

The air line/grout line was constructed of 10-inch Schedule 60 pipe. Prior to execution
this line will be used as an air line. After the final experiment in Ula.102D it will be used to
grout the expended alcove. As has been done since OBOE 5, the 10-inch line will be closed on
the portal side of the barrier with an aluminum blind flange secured with four bolts in a
symmetrical pattern. The previous blind flange assembly with 12 bolts was rated at 300 psi. The
new lightweight flange secured with four bolts has a rating of about 45 psi as calculated by
Bechtel Nevada engineers. This change was also put into place when the bolting pattern for the
manway and unused LOS flanges was changed. The closure on the Working Point side of the
barrier will continue to be a 10-inch butterfly Victaulic valve rated at 300 psi.

All welds on the Working Point side of the steel plate were covered with GLUVIT™.
This material is a waterproof epoxy sealer. It is commonly used to seal leaky rivets on aluminum
and steel ships. The Gluvit™ moves with the ship hull as it vibrates and flexes and does not part
from the members to which it is bonded. When used to seal steel ship hulls, a 10-mil-thick coat
will withstand greater than 4000 pounds per square foot water pressure (~28 psi).

Inside the primary barrier, fibercrete was applied in a minimum thickness of 6 inches in
two 3-inch applications over the barrier, the exposed portion of the keyway, and the zero room
walls. This was done before the invert grout was poured. The purpose of this was to create a
fibercrete “bottle” in the zero room with the bottle opening at the face of the zero room. The
open face provides a porous pathway for gas flow into the alluvium. A dense pattern of 1/2-inch-
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diameter, 5-inch-long Nelson studs were welded to the steel plate before fibercreting to help
secure the fibercrete to the steel plate and prevent spalling of the fibercrete after detonation.

As a final containment measure, the portal side of the primary barrier will be covered
with Versi-Foam™, which will act as a final containment barrier for plutonium particles. This
foam should encapsulate any particulates that might seep from the zero room. We view the
possibility of seepage as an extremely unlikely scenario since there will be essentially no quasi-
static gas pressure in the zero room. However, with the amount of expensive diagnostics
equipment in the diagnostics rooms, the application of Versi-Foam™ is an effective yet
inexpensive additional barrier assuring containment within Vessel #1.

The primary barrier, designed by Bechtel Nevada and LLNL structural engineers to
withstand blast pressures, will not see any blast pressure from the TRUMPET experiments since
they are in vessels that provide proven blast mitigation. Dynamic and static analyses have been
conducted on the barrier design, including individual components of the design. These analyses
were reported to the Containment Review Panel during the BAGPIPE presentation, documented
in the BAGPIPE prospectus (Burkhard, 1998), and updated in the PIANO prospectus (Burkhard,
2001). From a containment point of view, structural failure of the primary barrier during the
TRUMPET experiments is not a credible scenario.
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Secondary Containment Barrier

A secondary barrier was constructed in 1996 in the Ula.100 drift near the intersection
with the Ula.01 main drift to serve as the secondary containment barrier for experiments in the
LLNL-mined areas of Ula. It has performed as the secondary containment barrier for HOLOG,
BAGPIPE, CLARINET, OBOE, and PIANO experiments. We intend to use this barrier as the
secondary barrier for the TRUMPET experiments. The volume of the drifts between the primary
and secondary containment barriers is approximately 410,832 cubic feet. The tunnel volume
between the TRUMPET primary barrier in the Ula.102D drift and the secondary barrier in the
Ula.100 drift plus the alluvium surrounding the drifts forms Containment Vessel #2.

Details for the secondary barrier were presented in the HOLOG prospectus (Burkhard,
1996). The main engineering drawings for the barrier are included in Appendix C. No significant
changes have been made to the barrier since it was constructed and used for HOLOG.
Information about the secondary barrier is summarized here and includes minor changes made at
the time of OBOE 5:

» The secondary barrier was designed to withstand a static load of 7.6 psig. This design
load was based upon the maximum load from a 50-1b HE experiment in the tunnel
volume at that point in time. This explosive load is exceedingly large when compared
with the maximum HE limit of 85 grams stated for the TRUMPET experiments. Also,
additional mining to date has increased the drift volume to almost two times that used
in the initial design.

* The barrier is constructed from steel I beams, 1-inch steel plate, and fibercrete. The
barrier was firmly attached by a grout keyway to the drift walls and by a sill beam to
the drift invert. The barrier has a large passageway to allow normal access to the
Ula.100 drift complex. The center beam is a removable plate girder. Rollers have been
installed on the doors for ease of operations during button-up.

* Besides the passageway identified above, penetrations through the secondary barrier
include:

— A hatch for late-time man access. The hatch through the secondary barrier allows
access to the Ula.100 drift complex during button-up and reentry operations. This
hatch will be closed with a new gasket and RTV™ and bolted tight during button-up
operations for each TRUMPET experiment.

— Two 3-inch chilled water lines for cooling diagnostics equipment. During normal
operations water lines through the barrier continuously fill a large tank of chilled
water in the Ula.100 drift diagnostics area. Two redundant valves (pressure-rated at
600 psi) in each line on the Working Point side of the barrier will be remotely closed
before zero time. Water will still circulate between the tank in the Ula.100 drift and
the diagnostics room between button-up and reentry. The valves closing the water
lines will have uphole readouts so the status of the valves can be positively assessed
at the surface before zero time.
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— A 30-inch ventilation line. At button-up a 30-inch Tube Turn™ closure will be
closed.

— A 6-inch air line and a 4-inch water line for construction purposes. At button-up the
air line will be disconnected and a butterfly valve will be added to the portal side and
a blind flange to the Working Point side. At button-up the water line will have
redundant valves on the Working Point side and a butterfly valve on the portal side.

— Four spare 4-inch pipes. These are closed with blind flanges on the Working Point
side and butterfly valves on the portal side.

— Three 0.75-inch lines for gas sampling. Normal condition of these lines is closed.
Button-up procedures check that two lines are remotely closed and redundant manual
valves on the Working Point for the other line are closed.

* No cables pass through the secondary containment barrier. All cables pass through
Vistanex boxes located in the tunnel invert on the Working Point side of the barrier. All
cables are either factory gas-blocked or discretely gas-blocked in the Vistanex boxes.

We intend to operate the secondary containment barrier for the TRUMPET experiments
as we did for HOLOG, BAGPIPE, CLARINET, OBOE, and PIANO. The secondary barrier will
be pressure-tested before final button-up of each experiment. This pressure test has been
conducted for each LLNL subcritical experiment. Occasionally, very small bubble leaks (“fish
eggs’”) have been detected at the sill beam/grout invert interface. Liberal application of Gluvit™
has been used to seal these leaks. The leaks are believed to be caused by the heavy equipment
traversing through the barrier during normal mining operations in the Ula.100 drifts. Pressure
testing provides assurance that the barrier will perform as designed for the TRUMPET
experiments.
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Optical Port Assemblies

There are six penetrations for optical port assemblies on the primary containment barrier.
Optical port assemblies consist of housing welded to the primary barrier and window assemblies
bolted to both sides of the housing. The number of window assemblies used for a TRUMPET
experiment will vary depending on diagnostics requirements. During any particular TRUMPET
experiment each penetration will contain either two window assemblies or two blind flanges. The
TRUMPET optical port assembly design follows that used for HOLOG, BAGPIPE, CLARINET,
OBOE, and PIANO. The assembly materials and procedures were presented in the HOLOG
prospectus (Burkhard, 1996). The fundamental design features have been thoroughly laboratory-
tested and successfully fielded. A minor change was made to the housing in the barrier that the
window assembly is mounted to for the OBOE experiments (and subsequent PIANO). This was
done to facilitate the alignment of the window assemblies during construction. All optical port
assemblies are protected from direct shrapnel impact by the experiment vessel. Figures for
optical port assemblies are shown in Appendix D.

Housings were constructed from 17-inch-OD steel pipe of 1.5-inch wall thickness welded
to the primary barrier. Window assemblies are bolted to the housing with 12 bolts using two
Buna-N O-rings to seal the connection. Window assemblies consist of 2-inch-thick 9-inch-
diameter BK-7 glass in an aluminum housing. Inside the housing the optical glass is supported
by two BJG #9 bell jar Buna-N gaskets. A Buna-N O-ring supported by two backup rings is used
to complete the sealing of the optical glass in the assembly.

The window assemblies will be mounted to the housing in the primary barrier using a
procedure that was written to assure the O-rings have been properly installed. Vacuum testing
with helium is used to ensure positive seals. The assembly procedures follow those developed for
HOLOG and include optical measurements to determine if stress concentrations have been
induced in the glass during the assembly process.
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Containment Vessel #1 and #2 Wall Treatment

The walls of the zero room and the diagnostics room will be completely covered with a
minimum of 6 inches of fibercrete. The fibercrete will be installed in two passes to minimize or
eliminate cracking in the fibercrete. The fibercrete will have a minimum compressive strength of
6000 psi in 28 days.

The fibercreting is being done to help improve drift stability and to reduce the potential
of dust contamination for the complicated optical diagnostics that will be fielded on the
TRUMPET experiments. In the zero room, the fibercrete will be troweled to embed the steel
fibers, eliminating them as both dust collectors and a safety hazard. To further reduce the
possibility of dust contamination, all of the fibercreted walls will be covered with an elastomeric
coating. As a byproduct of treating the walls this way to reduce dust contamination, the
permeability of the fibercreted walls is reduced from the alluvial permeability of about 2 darcies
to a permeability in the millidarcy range. This helps increase the effective path length for porous
flow from the zero room.

A portion of the face of the zero room will not be covered with fibercrete. It will be left
uncovered in order to provide a porous surface for HE gas flow from a future non-TRUMPET
experiment. This will permit porous flow into the alluvium away from the primary containment
barrier and reduce any residual gas pressure in the zero room. A steel stud wall will be
constructed over the top portion of the face, and the wall will be covered with a treated fabric
(similar to furnace filter material) to reduce dust contamination for the optical diagnostics in the
Zero room.
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Cables and Gas Blocking

The types and numbers of cables, gas blocking, and cable handling for the TRUMPET
experiments are basically identical to those used for the OBOE experiments. No cables pass
through the primary containment barrier in the Ula.102D drift or secondary containment barrier
in the Ula.100 drift. All cables that exit the TRUMPET zero room pass through Vistanex boxes.
Cables that exit the TRUMPET diagnostics room pass through Vistanex boxes in the tunnel
invert just inside the secondary containment barrier.

There are four Vistanex boxes associated with the Ula.102D drift—two of the typical
DNA design and two modified boxes for later-time cable additions. The DNA design, where
cables and Vistanex are captured in the grout invert, had been successfully utilized for many
years on horizontal underground nuclear tests and eliminated gas and/or particulate transport
down the cables and/or cable bundle past the box. The modified boxes have conduit in place for
cables to be added after invert construction, and the Vistanex is at invert level. The Vistanex
boxes with cables will be filled with either Vistanex or Hot Melt, depending upon the availability
of either material at the NTS at the time the boxes need filling. (Information on Hot Melt, a
generic substitute for Vistanex, was presented to the CRP during the LANL CIMARRON
presentation.) Vistanex is added from the Working Point side of each barrier through two fill
tubes to ensure complete filling of the boxes. Fill tubes are capped. Conduits with cables in the
modified boxes will be filled with Sulfaset. One modified box and a portion of another (two of
six conduits in the other modified box) will not be used during the TRUMPET experiments. Both
ends of the unused cable conduits will be sealed with pipe caps or rated pipe plugs. The lids of
these boxes will be sealed with RTV™ applied as a sealant and gasket. These conduits will be
used for a future experiment that is not part of the TRUMPET experiment series.

All cables are either factory gas-blocked or were discretely gas-blocked in the field. The
cable gas-blocking techniques used on TRUMPET closely followed what was successfully
utilized on HOLOG, BAGPIPE, CLARINET, OBOE, and PIANO. The discrete cable gas-
blocking methods follow conventional underground nuclear testing practices. This includes the
use of discrete blocks on multi-conductor cables and “birdcages” on delicate fiber optical cables.
All gas blocks are located in the Vistanex boxes. Cable separators were installed to physically
maintain cable separation in the invert when the cables were captured by the invert concrete
pour. Table 1 lists the cable inventory and the type of gas blocking utilized for cables exiting the
TRUMPET zero room.
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Table 1. Cable inventory and the type of gas blocking utilized for
cables exiting the TRUMPET zero room.

Cable type (gas blocking) Quantity
RF-44 (Factory gas-blocked) 66
FO-16 (Factory gas-blocked) 1
MP-46 (Field gas-blocked—discrete gas blocks) 18
3 Conductor #8 (Field gas-blocked—discrete gas blocks) 4
Fiber optic cables (Field gas-blocked—3 birdcages) 52
“C” cables (Field gas-blocked—pressure feed-throughs) 34
Total number of cables 175
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Containment Discussion

The TRUMPET series of experiments is almost identical to the OBOE series of
experiments. This includes location, geologic setting, use of experiment vessels, primary and
secondary barriers design and construction, optical port assemblies, wall treatments, and cables
and gas-blocking. The TRUMPET experiments have a slightly higher maximum HE weight limit
than the OBOE experiments. The TRUMPET containment plan with two nested containment
vessels is identical to OBOE and all past LLNL subcritical experiments.

The containment goal is to keep the SNM from the TRUMPET experiments contained
within Containment Vessel #1, which is the zero room behind the primary barrier and the
alluvium surrounding it. The plutonium will be melted and blown up inside the experiment
vessel. The molten plutonium will react with the high explosive gases, producing a solid-phase
plutonium aerosol and particulates. Within about 0.5 seconds, the gas pressure inside the
experiment vessel will be subatmospheric (<~14 psia). Based on OBOE experience, we expect
that the SNM will be fully contained within the experiment vessel. However, it would not be
unexpected if a vessel in the TRUMPET series seeped. Excluding a dynamic failure of an
experiment vessel, there is no threat from pressure-driven flow from a TRUMPET experiment.

The TRUMPET plan is conservative. HE weight limits for TRUMPET experiments are
relatively low. These limits are similar to the OBOE experiments, and less than CLARINET and
PIANO. In addition, each TRUMPET experiment will be executed in an experiment vessel that,
at a minimum, will provide shock and quasi-static gas pressure mitigation. For most (and maybe
all) TRUMPET experiments, the vessel will fully contain the SNM from the experiment. Each
TRUMPET experiment uses two containment barriers. Precluding a dynamic failure of the well-
tested vessels, there will be no pressure challenge to the primary or the secondary containment
barrier.

Containment for each experiment in the TRUMPET series is essentially over in seconds
or minutes after the experiment. If an experiment vessel seeps, an operational decision will be
made as to whether to reuse the TRUMPET alcove for another experiment. Reentry into a
contaminated zero room will be conducted according to established operational procedures.
Instrumentation in the zero room will help determine whether an experiment vessel seeped
before reentry begins. However, all reentry activities will be conducted as though the vessel
seeped. The experiment alcove will be thoroughly examined before the resumption of normal
activity.

After reviewing information for the TRUMPET experiments, we conclude that the
transport of SNM outside Containment Vessel #1 is not a credible threat. Because the
TRUMPET experiments are almost identical to the recently conducted and successfully
contained OBOE experiments, we have high confidence in our conclusion. We believe there are
redundancies in the design of Containment Vessel #1 that will prevent any SNM from reaching
the diagnostics room. We fully expect that the LLNL containment goal of keeping the SNM
contained within Containment Vessel #1 will be completely achieved.
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Appendix A:

Experiment Vessel Drawings
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Appendix D:

Optical Port Assembly Drawings
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DATE: 13-Dec-02 12:10:24

OBJECT:98-116028.1

NAME:COTTON2

UNCLASSIFIED

CITEM 1)

v

[ORAWING: 92-115028. MOOEL: 38- 118028, VIPE: ASSEM

(2X .50-13UNC)

(60%)

2% 2% /7. Z Oz
;SSPESET”NGS CORP EIR?I H /Egg PLUG 316 SST 27
i2 BOLT, HKEX HD, .S00-[3UNC-2A X 2,75° LG GRD L 3
(WELDMENT) 12 BOLT, HEX KD, 500 3URC-2A X 2.25° (G GRD L 5
24 WASHER, .500 NOM, N SERIES GRD L 4
§ BOLT, HEX HEH, 30-20UNC-2A X 2.5 LG GRD L 3
5 BOLT, HEX HD, 50 20UNC-24 1.0 LG GRO L 2
8 WASHER, FLAT, .250 NOM, N SERIE TL |
20 SCREW, SHC. .375-16UNC-2A X |.25" LG GRD S STL 20
2 [SS-4-PST SWAGELOK HEX HEAD PLUG, T/16-20 TL
AR TORR SEAL EPOXY
|_|SENSO METRICS PRESSURE TRANSDUCER, 691338-4 (0-200PSIA)
| _|PARKER OR EQ SRING, #2-445 (1.975" 1D X B.215") BUNA-
| {PARKER OR £Q NG, #3-904 (.351" [D X .07 UNA -
| 2 |PARKER OR EQ NG, H2-455 (12.975" 10 ¥ B.275°) BUNA- 4
|2 [PARKER OR £0 NG, 12452 (11 475" 10 K @ 275" ) BUNA-
PARKER OR EG ~RING, #2-447 (8.975" 1D x @.275") NA-
BAY SEAL O oL ASKET, BELL JAR, 5JG #8 NA -
AAABT- | 4 iNG. BACKUP A
| |AAAGT- 5 DAPTER. PRESSURE TRANSDUCER 9
| [ARA 7 DUST COVE ACETAL 8
| |AAAST- END SHIEL AL 7
2 |A - CONTA INME WINDOW (8" BK-T 6
|| A -1 RETAINER, | NDOW. AB-02 AL
| |AA = RETAINER, I RDOW AB-0F AL
AA. = WINDOW HOUSING, [NSIDE AL
AA. - WINDOW HOUS ING, CUTSIDE Al
I>\ AAASB- OPTICAL HOUSING WELDMENT STL 1
b—g"" ARTICOMTROL O DESCRIPTIONMATERTAL o] e | e
ooy seswenaTions: 1AL
MA = WO QUANTITT FOR SHEET I | |2I | I I TITLE CUY TATLE CLASSIFICATION
a ;B B ol T SCE CONTAINMENT
A P e e T OPTICAL PORTS
THIS DRAWING WAS CREATED BY THE UNIVERSITY ALT = ALTERNATE UNCLASSIFIED HOUSING ASSEMBLY (U}
oir?éhAL L:éeﬁ;?egyoﬁokn¥ﬁg LAWRENCE L}ng?Dgg ‘ DRAWING CLASS(F ICATTON STZE[ORANTNG NUWBER
VIEW _A-A ENERGY UNDER CONTRACT KO, W-7405-ENG-46 (-1LKL ). |g UNCLASSIFIED |€{ AAA98-16028-0D
Y REPRODUCTION AND/OR FABRICAT|ON 'S PROHIBITED = 10 cory 'clc(( IAOS]':CALE i/72 'SME(r ] oF 2
WITHOUT THE PERMISSION OF LLAL. : STaTUs _[L-CHK-10-9-02 [ovcin __LL-PROJE- VIO

NOTES: (UNLESS OTHERWISE SPECIFIED)

15"

ALL DIMENSIONS ARE IN [NCHES

DIMENS IONING AND TOLERANCING PER
ASME Y14 .5M-19984.

PROTECT ALL SURFACES & COMPONENTS FROM DAMAGE.

LEAK CHECK: VACUUM TEST WITH MAXIMUM

ALLOWABLE LEAK RATE OF | x 10°% gtm-cc/sec
HELIUM WITH ALL VOLUME TO MASS SPECTROMETER
LEAK DETECTOR.

TAG ASSEMBLY WITH THE FOLLOWING:
SCE CONTAINMENT

OPTICAL PORTS

ASSEMBLY

AAASB-116028-0D

TOROUE ITEMS 23 TO 20 LB-IN,
APPLY "LOCTITE™ TO EACH THREA

SEE DETAIL V
SHEET 2

TSN
[Eo-0r17 asseuacr insTrucTION: ot e T o T I K3
a. ITEM | (OPTICAL HOUSING WELDMENT 98-116025) E 00 € COTTON T-13-85 | PG [ oW
(S"A PRESSURE TESTED WELDMENT PER cukk: P GENNARO
PRESSURE TEST ASSEMBLY (98-116035). ara: 0 HANMA
ITEM | EXISTS AND IS WELDED INTO BARRIER. ORIGINAL |SSUE
ITEM [ IS ORIENTED WITH 2X .50°-13 UNC 04 slomton 7-1-83 [cpG [ Du
TAP HOLE IN THE VERTICAL POSITION. cuna: P GENNA
b. ASSEMBLE ITEM 2 (98-116026) AS_SHOWN. Buna 4 was VITION
ITEMS 9 8 |7 (ASSEMBLED INTO ITEM I) o8 < coTToN 06711702 | CPG | EH
AND ITEM 27 (ASSEMBLED INTO ITEM 2) sl B rie
ARE APPROX IMATLY 60 DEGREES APART. PER 3N DON PIANG 01-003
l>roaou[ ITEMS 25 8 26 (LUBRICATED) TO LIEH 15 WAS 1/8 PIPE PLUG
65 1B-IN IN 3 STEPS, 45, 55 & 65 LB-IN. oc ¢ coTToN 1o-14-02 [cpe [ en
USE CROSS TORQUE PATTERN TNDICATED, e B GENNARO
TL - TiZ FOR EACH STEP, C1]1730f NOTE 4: 10-6 WAS [0-8
8. =>TORQUE ITEMS 20 TO 20 LB-IN. op, C COTTON 12-13-02 {CPG | EH
l> APPLY "LOCTITE" TO EACH THREAD e £ GENNARD
USE CROSS TORQUE PATTERN INDICATED, TITLE CHANGE
Tt - Tl2.
T~ E
Ceé i"é‘“c‘_‘;

USE THE CROSS TORQUE PATTERN INDICATED, e e
(- Tiz.

SEE DETAIL Z
SHEET 2

ZERO ROOM

tesles

GEOM PRCN XX.X

UNCLASSIFIED

61-62




I
|
0o o~ I
ol gIsisld |

| WiZiyls
S HEE
8EaT T

Th<|gls]x
Y e 1 I
‘ 20|50 !
mMmNmuL i

-

H 2 " w f
- s <E Bl
= i E .
z i
L] = i
- -1
) I
> i
: H
- P !
-~ ® 1
- |
I
i
I
) I
b s |
¥  N_ !
S I
°) |
< !
; ° b= | 1
al? !

2

-

B
0

14
(3

Vv

Al

SCALE 271

[€£01:21 20-220-€1:3L¥Q  27820911-86°103rG0  ZNOLLOJ: IWVYN

63-64



DATE: 16-Dec-02 13:28:3I

OBJECT:98-116029_1

NAME :COTTONZ

UNCLASSIFIED

. +0.5° 710
CENTERLINE OF
| Ula.102C

OPTICAL PORT
INDIVIDUALLY

Iwzx

1L,

DRAYING: 36-116029. WODEL: $8-116029. TYPE: ASSEN

1, 7504.030 —

(CONTAINMENT BARR\ERJ—/

CONTAINMENT BARR1ER-—

2X 1.5004.030 ——sm

‘m—l-— 1.750x.030

REF

‘——2)( . T750%.030

{

U A

5.000£,060

N

@1.5004.030 THRU

5.000&.060

ITEM 3 (4X}

SCALE

4X 3.000&.250

ITEM

172

(18.000)

(FIBERCRETE)
<—e.sooi.oso——/—

8 ONLY

1.00

"]
s

12
4
R
s

| o

1300

CONTAINMENT BARRIER

SEE DETAIL A

-—~I 00" MINI
FIBERCRETE

4X

($16.380)
I TEM |

T?GHT

{ZERO ROOM)

NOTES,

8.

WELD

(.500-13UNC-2B)

7
g 7 /_.060@
% ’

=

UNLESS OTHERW{SE SPECIFIED:
ALL DIMENSIONS ARE IN INCHES.

DIMENS IONING AND TOLERANCING PER
ASME Y14.5M-1389

SURFACE TEXTURE PER ANS! B46.1-1985.
SURFACE TEXTURE SYMBOLS PER ANSi
Yi4.36-1978.

FINISH: 125 MICROINCHES ALL OVER.
BREAK EDGES .030 MAX RADIUS OR CHAMFER,
FILLET R.020 MAX.

100 MAX DIAMETRAL CLEARANCE BETWEEN
ITEM | AND CONTAINMENT BARRIER,

ITEM |, BEFORE WELDING, SHALL BE ALIGNED
SUCH THAT THE FACES OF BOTH ENDS OF THE
HOUSING ARE WITHIN ONE DEGREE OF VERTICAL
AND THE HOUSING CENTERLINE PARALLEL WITHIN
ONE DEGREE TO THE CENTERLEINE OF Uta.l02C.

WELDS SHALL BE FULL STRENGTH OF PARENT
MATERIAL AND WELDING SHALL BE IN ACCORDANCE
WITH WORKMANSHIP STANDARDS, SECTION 3,
STRUCTURAL WELDING CODE ANSI/AWS Di.1-86
FOR STEEL.

a) OPTICAL HOUSINGS SHALL BE SECURELY TACT
WELDED IN POSITION PRIQR TO BEGINNING,
WELD SEQUENCE AT 0°, 90°, 180° AND 270°

CONTAIMMENT BARRIER
ZERO ROOM SIDE

REF"’

180

REVIS |0NS

PART OR —
conthol, wonBeR [\ TSHECT [ prepancs by DESCRIPTION DATE cuar | apvd

- 00| € COTTON b-11-89 PG | DR
curk: P GENNARO
Apvor D HAMMA

ORIGINAL ISSUE

04 C COTTON 12-16-02 | PG EH
cHkr: P GENNARO
ApvD: £ HANSON

TITLE CHANGE

LRG {~g~03
= e iy

e

b) APPROXIMATE WELD SEOUENCE AS SHOWN BELOW
FOLLOW SEQUENCE, 12, IL_I.0" FILLET
M CHECK ALIGNMENT AFTER FIRST
WELD LAYER IS COMPLETED. EACH WELD TO BE
IN DIRECTIONS AS SHOWN BY ARROW HEAD.

¢) WELDING PROCEDURE SPECIFICATION SHALL BE
Pl-A-Lh-Pg

*UP
(2x

.500-13UNC FOR LIFTING)

(60°)

4% 45°£5"

(s)ax

- 2x 0°+10° FOR ITEM 3
ROTATAE AS REQUIRED TO
AVOID ADJACENT GUSSET

oF

3 NELSON STUD (0. 5" X 5 25" 16 STL
2X (. 500) —e=i|fm— 2a SCRY, S0C O CAF, . 500-13MC-24 X 1.5 16_GR 5 STL
1. 13004 24 WASHER, FLAT, 500 NOM
270° [ [PARKER OR EoL O-RIRG, #2-455 (12.975" 10 X @ 2757 V1 ot
PIPE PLUG, 178 NPT T
PLATE, 500 THK ASTM A-36 STL
AAASB- 116033 PROTECTIVE COVER PLATE 2
| [AAR98-116025 GPTICAL HOUSING_WELDMENT 1
[BE] rtreonmo % oESCH P IHATER 1AL EARE
T
W TR oI T Ok emter 11 T T TYTLE CERSSTFTCATIoN
i = PROCESS MATERIAL IREEE SCE CONTAINMENT
§ RS MR e Jod | ]
M D43 RO con [T TR IR TN OPTICAL PORTS
THIS ORAWING WAS CREATED BY THE UNIVERSITY ALT 7 ALTERNATE UNCLASSIFIED |HOUSIKG INSTALLATION/EMPLACEMENT (1)
oifﬁgkkioﬁﬂﬂlékl%‘g OFO; ;E‘% ,ﬁAgREBEEA,ﬁT";ER¥Oﬁ§ . BAAWING CLASSTFICAT IO TIC]CRAW WG WGRBLR,
ENERGY UNDER CONTRACT NO. W-7405-ENG-46 ("LLNL™ s UNCLASSIFIED | E AAA98-116029-0A
ANY'REPRODUCTION AND/OR FABRICAT (O 'IS PROATBITED . T ~Teorr Toore 14063 [sche 172 [sweer (or 2

THOUT THE PERMISSION OF LLNL.

STAtUs LL-CHK-12-16-02 foricin LL-PRO/E-VIS

GEOM PRCH XX, XXX n
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ONTAINMENT BARRIER

ONTAINMENT BARRIER
(1/72-13UNC)
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